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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P196901

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P24130)
Test Lab:  INNOVATION CENTER P2

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  LUMARK

Catalog Number:  NAV-AF-05-D-UNV-5NQ-8030-600
Description:  NAVION ROADWAY AND AREA LUMINAIRE

(5) 80 CRI, 3000K, 615mA LIGHTSQUARES WITH 16 LEDS EACH AND TYPE V NARROW
OPTICS

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  16619 lumens

Efficiency:  N/A
Efficacy:  102.6 lumens/watt

Luminous Opening:  Rectangular (W 1' x L: 1.5' x H: 0')
IES Classification:  Type V - Short - Full Cutoff

BUG Rating:  B4 - U0 - G2

Input Watts (W):  162
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P196901

CATALOG NUMBER: NAV-AF-05-D-UNV-5NQ-8030-600

Based on 25 foot mounting height.  Maximum calculated value = 3 fc
Type V - Short - Full Cutoff

2.25 3.75

1.75

2.75

House Side

Street Side

Type I

Type II

Type III

Type IV

Short Medium Long

2 1

0.5

0.2
0.1

-2

-1

0

1

2

3

4

0 1 2 3 4 5 6 7

Tr
an

sv
er

se
 D

is
ta

n
ce

 in
 U

n
it

s 
o

f 
M

o
u

n
ti

n
g 

H
ei

gh
t

Longitudinal Distance in Units of Mounting Height

Iso-Footcandle Lines of Horizontal Illumination Max cd

1/2 Max cd

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 8



Cooper Lighting Solutions Photometric Lab
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Scaled Data Report

REPORT NUMBER: P196901

CATALOG NUMBER: NAV-AF-05-D-UNV-5NQ-8030-600
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P196901

CATALOG NUMBER: NAV-AF-05-D-UNV-5NQ-8030-600

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 8309.5 0.0 8309.5

% Fixture 50.0 0.0 50.0
Street Side Lumens 8309.5 0.0 8309.5

% Fixture 50.0 0.0 50.0
Total Lumens 16619.0 0.0 16619.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 184.1 1.1
10°-20° 590.0 3.6
20°-30° 1100.6 6.6
30°-40° 1855.9 11.2
40°-50° 3014.5 18.1
50°-60° 4723.1 28.4
60°-70° 4458.4 26.8
70°-80° 600.9 3.6
80°-90° 91.5 0.6
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 16619.0 100.0
0°-180° 16619.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P196901

CATALOG NUMBER: NAV-AF-05-D-UNV-5NQ-8030-600

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 937.4 5.6
FM (30°-60°) 4796.7 28.9

FH (60°-80°) 2529.6 15.2 G2/5000
FVH (80°-90°) 45.8 0.3 G1/100

BL (0°-30°) 937.4 5.6 B2/1000
BM (30°-60°) 4796.7 28.9 B3/5000

BH (60°-80°) 2529.6 15.2 B4/5000 G2/5000
BVH (80°-90°) 45.8 0.3 G1/100

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B4-U0-G2

Type V Short
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P196901

CATALOG NUMBER: NAV-AF-05-D-UNV-5NQ-8030-600

CANDELA DISTRIBUTION (FULL):
0° 5° 10° 15° 20° 25° 30° 35° 40° 45° 50°

0° 1890.4 1890.4 1890.4 1890.4 1890.4 1890.4 1890.4 1890.4 1890.4 1890.4 1890.4

2.5° 1905.9 1905.9 1909.0 1908.0 1903.8 1900.7 1897.6 1893.5 1891.4 1889.4 1888.3
5° 1916.3 1916.3 1919.4 1918.3 1915.2 1911.1 1909.0 1905.9 1902.8 1900.7 1901.8

7.5° 1942.2 1943.2 1944.2 1943.2 1940.1 1937.0 1932.8 1931.8 1927.7 1924.6 1926.6
10° 1981.5 1981.5 1982.5 1983.6 1981.5 1974.2 1974.2 1972.2 1968.0 1963.9 1964.9

12.5° 2025.0 2025.0 2026.0 2026.0 2026.0 2021.9 2022.9 2021.9 2016.7 2014.6 2016.7
15° 2067.4 2068.5 2068.5 2070.5 2070.5 2071.6 2075.7 2075.7 2073.6 2072.6 2072.6

17.5° 2117.1 2119.2 2120.2 2123.3 2124.4 2126.4 2130.6 2131.6 2132.6 2129.5 2130.6
20° 2183.4 2184.4 2187.5 2188.5 2192.7 2192.7 2194.8 2193.7 2191.7 2187.5 2187.5

22.5° 2257.9 2260.0 2266.2 2266.2 2271.4 2268.3 2269.3 2266.2 2261.0 2258.9 2256.9
25° 2355.2 2358.3 2363.5 2361.4 2363.5 2358.3 2358.3 2358.3 2355.2 2352.1 2351.1

27.5° 2478.4 2473.2 2478.4 2474.3 2473.2 2469.1 2470.1 2468.1 2465.0 2463.9 2459.8
30° 2606.8 2600.6 2603.7 2604.7 2602.7 2601.6 2597.5 2594.4 2589.2 2590.2 2587.1

32.5° 2753.8 2747.6 2750.7 2751.7 2749.7 2751.7 2750.7 2743.4 2737.2 2741.4 2741.4
35° 2928.8 2924.6 2932.9 2936.0 2929.8 2926.7 2922.5 2914.3 2904.9 2911.2 2912.2

37.5° 3138.9 3133.7 3140.0 3148.2 3136.8 3130.6 3114.1 3101.6 3095.4 3098.5 3102.7
40° 3357.4 3358.4 3376.0 3378.1 3365.6 3358.4 3341.8 3323.2 3305.6 3305.6 3310.8

42.5° 3587.2 3590.3 3611.0 3618.2 3614.1 3600.6 3577.9 3555.1 3532.3 3536.5 3542.7
45° 3847.0 3842.9 3864.6 3882.2 3879.1 3875.0 3853.3 3811.8 3791.1 3790.1 3800.5

47.5° 4120.3 4128.6 4151.4 4181.4 4180.4 4170.0 4142.1 4103.8 4065.5 4068.6 4081.0
50° 4439.2 4450.6 4488.9 4518.9 4523.1 4520.0 4486.8 4442.3 4388.5 4391.6 4408.2

52.5° 4724.9 4741.5 4786.0 4848.1 4886.4 4904.0 4882.3 4840.9 4786.0 4789.1 4806.7
55° 4983.8 5009.6 5075.9 5160.8 5237.4 5308.8 5340.9 5339.9 5299.5 5308.8 5331.6

57.5° 5146.3 5182.5 5283.0 5419.6 5571.8 5715.7 5839.9 5956.9 5982.8 6031.4 6031.4
60° 4927.9 5012.7 5146.3 5380.3 5679.5 6002.5 6352.4 6693.0 6912.5 7085.3 6992.2

62.5° 4115.2 4240.4 4427.8 4736.3 5202.2 5778.8 6481.8 7273.8 8099.9 8605.1 8234.5
65° 2662.7 2820.1 3024.0 3370.8 3957.8 4700.1 5724.0 7147.5 8876.4 9772.9 8944.7

67.5° 1054.9 1161.6 1285.8 1532.2 2041.5 2770.4 3919.5 5675.3 7838.0 8683.8 7755.2
70° 504.2 521.8 545.6 598.4 725.7 979.4 1574.6 2796.2 4806.7 5698.1 4691.8

72.5° 364.4 367.5 378.9 396.5 433.8 485.5 590.1 855.1 1657.5 2410.1 1659.5
75° 276.4 280.6 286.8 296.1 315.8 340.6 379.9 455.5 567.3 654.3 566.3

77.5° 210.2 214.3 219.5 228.8 239.1 256.7 271.2 301.3 348.9 367.5 365.4
80° 153.2 160.5 168.7 177.0 184.3 192.6 193.6 208.1 235.0 252.6 247.4

82.5° 97.3 103.5 125.3 134.6 135.6 137.7 136.7 137.7 152.2 164.6 160.5
85° 62.1 66.3 77.6 88.0 85.9 90.1 90.1 88.0 81.8 70.4 83.9

87.5° 31.1 32.1 37.3 46.6 44.5 39.3 38.3 38.3 28.0 23.8 25.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P196901

CATALOG NUMBER: NAV-AF-05-D-UNV-5NQ-8030-600

CANDELA DISTRIBUTION (continued):
55° 60° 65° 70° 75° 80° 85° 90°

0° 1890.4 1890.4 1890.4 1890.4 1890.4 1890.4 1890.4 1890.4

2.5° 1885.2 1887.3 1884.2 1884.2 1883.1 1885.2 1882.1 1882.1
5° 1899.7 1902.8 1901.8 1901.8 1903.8 1905.9 1904.9 1903.8

7.5° 1925.6 1927.7 1929.7 1930.8 1932.8 1931.8 1933.9 1932.8
10° 1964.9 1962.9 1966.0 1962.9 1963.9 1961.8 1962.9 1962.9

12.5° 2014.6 2011.5 2009.4 2007.4 2007.4 2003.2 2003.2 2004.3
15° 2071.6 2066.4 2062.2 2060.2 2058.1 2058.1 2055.0 2057.1

17.5° 2127.5 2122.3 2115.0 2115.0 2111.9 2109.9 2107.8 2113.0
20° 2186.5 2181.3 2177.2 2176.1 2169.9 2167.8 2168.9 2175.1

22.5° 2254.8 2251.7 2251.7 2249.6 2245.5 2242.4 2242.4 2249.6
25° 2346.9 2340.7 2341.8 2342.8 2340.7 2340.7 2338.7 2343.8

27.5° 2459.8 2454.6 2457.7 2459.8 2457.7 2460.8 2457.7 2461.9
30° 2592.3 2589.2 2592.3 2595.4 2590.2 2590.2 2588.2 2591.3

32.5° 2750.7 2746.6 2748.6 2748.6 2741.4 2735.2 2726.9 2733.1
35° 2924.6 2919.4 2923.6 2926.7 2918.4 2912.2 2899.8 2904.9

37.5° 3116.1 3118.2 3123.4 3136.8 3134.8 3124.4 3115.1 3119.2
40° 3330.4 3340.8 3363.6 3372.9 3370.8 3360.5 3348.0 3350.1

42.5° 3572.7 3586.2 3610.0 3625.5 3618.2 3603.8 3588.2 3594.4
45° 3836.7 3857.4 3888.5 3904.0 3894.7 3879.1 3857.4 3868.8

47.5° 4116.2 4157.6 4199.0 4219.7 4216.6 4194.9 4166.9 4170.0
50° 4450.6 4505.5 4558.3 4579.0 4563.4 4530.3 4491.0 4489.9

52.5° 4866.8 4925.8 4969.3 4964.1 4925.8 4874.0 4829.5 4827.4
55° 5386.5 5406.1 5399.9 5355.4 5288.1 5207.4 5150.4 5141.1

57.5° 6014.9 5948.6 5851.3 5716.7 5565.6 5412.4 5308.8 5270.5
60° 6783.0 6483.9 6136.0 5769.5 5435.1 5184.6 5026.2 4929.9

62.5° 7417.7 6551.1 5773.7 5137.0 4616.2 4306.7 4090.3 3956.8
65° 7200.3 5659.8 4533.4 3712.5 3144.1 2824.2 2595.4 2443.2

67.5° 5562.5 3781.8 2631.6 1824.1 1383.1 1170.9 1022.8 926.6
70° 2804.5 1450.4 878.9 620.1 530.1 492.8 467.9 453.4

72.5° 823.0 549.7 456.6 403.8 371.7 348.9 334.4 327.1
75° 455.5 371.7 328.2 298.2 277.5 261.9 252.6 246.4

77.5° 313.7 270.2 248.5 228.8 212.2 200.8 193.6 187.4
80° 219.5 197.7 188.4 178.1 165.6 156.3 146.0 141.8

82.5° 146.0 136.7 134.6 126.3 119.1 108.7 90.1 83.9
85° 85.9 84.9 84.9 81.8 76.6 67.3 53.8 53.8

87.5° 30.0 31.1 32.1 34.2 33.1 28.0 22.8 21.7
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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