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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

Test Information

Test Method:
Report Number:

Test Lab:

Issue Date:
Manufacturer:
Product Line:
Catalog Number:

Description:

Light Source:
Ballast/Driver:

Luminaire Equipment:

Summary_

Lumens per Lamp:
Luminaire Lumens:
Efficiency:

Efficacy:

Spacing Criteria (0/90/45):
Luminous Opening:

CIE Type:

Input Watts (W):
Input Voltage (V

Input Current (Ain):

Voltage Rise (V):

Power Factor:

Total Harmonic Distortion (THDi):
Frequency (hertz):

Stabilization Time:

Operation Time:

Ambient Temperature (°C):

Test Distance:

—_ —

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE

Scaled Data Report

(%) COOPER

Lighting Solutions

LM-79-08

P219394

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (P27262)
INNOVATION CENTER-P2

3/3/2020

COOPER LIGHTING SOLUTIONS (FORMERLY EATON)

METALUX

SSLED-LD5-9-M-UNV-L840-CD1-SA23-U

METALUX ROUND HIGH BAY STEELER LED WITH MEDIUM DISTRIBUTION
LENS WITH Rev.G BOARD. LENS DIFFUSE 2407, 7.5% BLEND. SHROUD
ACCESSORY INSTALLED. FIXTURE CENTERED TO LEDS

(240) 4000K CCT, 80 CRI LEDs

Sample No. Condition Description

N/A

8919.3 lumens

N/A

139.1 lumens/watt
1.29/1.29/1.15

Circular (Dia: 1.41' x H: 0)
Direct

64.1
120
NR
NR
NR
NR
60 %
NR
NR |
NR , |
25 FT '
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South
Peachtree City, GA 30269

TEST NUMBER: P219394

Scaled Data Report

CATALOG NUMBER: SSLED-LD5-9-M-UNV-L840-CD1-SA23-U
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FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab
1121 Highway 74 South
Peachtree City, GA 30269

TEST NUMBER: P219394
CATALOG NUMBER: SSLED-LD5-9-M-UNV-L840-CD1-SA23-U

Scaled Data Report
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Cooper Lighting Solutions Photometric Lab Scaled Data Report
1121 Highway 74 South

Peachtree City, GA 30269 OO CO O P E R

Lighting Solutions

TEST NUMBER: P219394
CATALOG NUMBER: SSLED-LD5-9-M-UNV-L840-CD1-SA23-U

ZONAL LUMENS: CANDELA DISTRIBUTION:
Zone Lumens % Fixture 0° Flux
0°-10° 518.9 5.8 o° 5349

10°-20° 1604.8 18.0 5° 5392 519
20°-30° 2531.9 28.4 15° 5666 1605
30°-40° 2445.9 27.4 25° 5564 2532
40°-50° 1214.4 13.6 35° 4043 2446
50°-60° 432.5 4.8 45° 1514 1214
60°-70° 144.0 1.6 55° 456 432
70°-80° 19.5 0.2 65° 145 144
80°-90° 7.5 0.1 75° 17 19
90°-100° 0.0 0.0 85° 8 8
100°-110° 0.0 0.0 90° 0

110°-120° 0.0 0.0

120°-130° 0.0 0.0

130°-140° 0.0 0.0

140°-150° 0.0 0.0

150°-160° 0.0 0.0

160°-170° 0.0 0.0

170°-180° 0.0 0.0

0°-30° 4655.7 52.2

0°-40° 7101.6 79.6

0°-60° 8748.4 98.1

0°-90° 8919.3 100.0

90°-120° 0.0 0.0

90°-150° 0.0 0.0

90°-180° 0.0 0.0

0°-180° 8919.3 100.0

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE
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Cooper Lighting Solutions Photometric Lab Scaled Data Report
1121 Highway 74 South

Peachtree City, GA 30269 Oo CO O P E R

Lighting Solutions

TEST NUMBER: P219394
CATALOG NUMBER: SSLED-LD5-9-M-UNV-L840-CD1-SA23-U

CANDELA DISTRIBUTION (FULL):

0°
0°| 5349.1
2.5°| 5362.9
5° 53925
7.5°| 5447.7
10°| 5522.1
12.5°| 5596.8
15°| 5666.2
17.5°| 5714.5
20°| 5726.4
22.5°] 5683.5
25°| 5563.8
27.5°| 53434
30°| 5015.9
32.5°| 4581.5
35°| 4043.2
37.5°| 3318.1
40°| 2626.8
42.5°| 2037.9
45°| 1514.1
47.5°| 1103.1
50° 808.3
52.5° 602.4
55° 456.3
57.5° 350.8
60° 269.2
62.5° 203.6
65° 144.6
67.5° 87.0
70° 32.6
72.5° 21.1
75° 16.9
77.5° 13.8
80° 11.5
82.5° 10.0
85° 7.7
87.5° 4.2
90° 0.0

(END OF REPORT)
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