
Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled data based on original data using

Test Report Prepared for

Cooper Lighting Solutions

(formerly Eaton)

Brand: STREETWORKS

Report Number: P254040

Luminaire Tested: LXF.LXT-AF24-20-D-U-T3-HSS

Issue Date: 3/3/2020

Report Generated By E9812814

LM-79-08 Approved Method: Electrical and Photometric Measurements of Solid-

State Lighting Products

1 of 8



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P254040

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G2-1806-803-11)
Test Lab:  INNOVATION CENTER(G2)

Issue Date:  3/3/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  STREETWORKS

Catalog Number:  LXF.LXT-AF24-20-D-U-T3-HSS
Description:  DECORATIVE POST TOP LUMINAIRE

(1) 70 CRI, 4000K, 260mA LIGHT ENGINE WITH 24 LEDS AND TYPE III OPTICS
WITH HOUSE SIDE SHIELD

PHOTOMETRIC DATA REPORTED FOR LOWER HEMISPHERE ONLY.  MINIMAL LIGHT IN
UPPER HEMISPHERE NOT REPORTED TO PROVIDE RELEVANT COMPARISON TO

COMPETITIVE OFFERINGS.
Light Source:  -

Ballast/Driver:  ELECTRONIC DRIVER

Summary  
Lumens per Lamp:  N/A

Luminaire Lumens:  1901.7 lumens
Efficiency:  N/A

Efficacy:  90.6 lumens/watt
Luminous Opening:  Rectangular (W 1.17' x L: 1.17' x H: 0')

IES Classification:  Type III - Medium - Semi-Cutoff
BUG Rating:  B0 - U0 - G1

Input Watts (W):  21
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  28.75 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P254040

CATALOG NUMBER: LXF.LXT-AF24-20-D-U-T3-HSS

Based on 10 foot mounting height.  Maximum calculated value = 3 fc
Type III - Medium - Semi-Cutoff
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P254040

CATALOG NUMBER: LXF.LXT-AF24-20-D-U-T3-HSS
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P254040

CATALOG NUMBER: LXF.LXT-AF24-20-D-U-T3-HSS

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 172.7 0.0 172.7

% Fixture 9.1 0.0 9.1
Street Side Lumens 1729.0 0.0 1729.0

% Fixture 90.9 0.0 90.9
Total Lumens 1901.7 0.0 1901.7

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 1.1 0.1
10°-20° 14.7 0.8
20°-30° 54.4 2.9
30°-40° 142.7 7.5
40°-50° 281.8 14.8
50°-60° 461.0 24.2
60°-70° 574.2 30.2
70°-80° 353.0 18.6
80°-90° 18.9 1.0
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 1901.7 100.0
0°-180° 1901.7 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P254040

CATALOG NUMBER: LXF.LXT-AF24-20-D-U-T3-HSS

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 47.4 2.5
FM (30°-60°) 789.7 41.5

FH (60°-80°) 873.4 45.9 G1/1800
FVH (80°-90°) 18.5 1.0 G1/100

BL (0°-30°) 22.7 1.2 B0/110
BM (30°-60°) 95.9 5.0 B0/220

BH (60°-80°) 53.7 2.8 B0/110 G0/110
BVH (80°-90°) 0.4 0.0 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B0-U0-G1

Type III Medium
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P254040

CATALOG NUMBER: LXF.LXT-AF24-20-D-U-T3-HSS

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 54° 55° 65° 75° 85°

0° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

2.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
5° 26.3 29.4 15.2 10.1 6.8 1.4 0.0 0.0 0.0 0.0 0.0

7.5° 35.6 35.3 35.9 36.4 37.0 36.7 7.9 7.1 0.3 0.3 0.0
10° 34.5 34.5 34.5 35.0 35.9 37.0 37.2 37.2 5.1 0.3 0.3

12.5° 69.8 70.0 60.7 45.4 36.4 36.7 38.2 38.2 32.2 4.2 18.6
15° 69.8 69.5 69.2 71.2 72.0 39.0 44.1 45.2 79.6 55.0 64.1

17.5° 74.3 72.5 69.8 70.9 74.3 74.8 81.6 82.8 86.6 61.3 69.8
20° 104.4 105.1 105.1 82.1 78.3 109.6 101.4 97.7 93.7 116.3 129.9

22.5° 108.1 108.1 107.8 109.6 125.6 114.4 119.2 121.7 142.3 163.5 153.5
25° 154.5 150.0 124.0 116.6 140.9 126.7 169.7 170.5 159.8 175.0 167.5

27.5° 202.7 199.4 190.9 159.8 149.0 180.7 180.7 183.8 196.8 247.7 242.5
30° 253.0 246.7 231.8 223.3 190.0 193.6 202.1 205.5 261.2 257.2 270.2

32.5° 370.1 365.3 339.4 272.4 255.5 214.0 258.3 264.0 277.0 337.7 364.0
35° 437.3 431.7 406.0 365.9 301.8 284.3 282.6 285.4 351.0 384.5 392.7

37.5° 573.7 575.4 535.0 417.6 377.2 329.5 345.9 345.0 395.6 423.5 442.7
40° 637.8 635.3 599.1 513.3 430.3 386.5 400.1 393.0 433.6 482.8 488.8

42.5° 743.7 730.7 678.4 583.6 517.8 476.9 466.7 460.5 485.6 546.9 550.2
45° 855.2 844.8 791.4 678.7 603.3 556.2 544.1 534.7 536.1 596.9 616.6

47.5° 921.0 904.3 887.4 763.7 718.8 651.3 625.3 614.1 601.7 668.6 685.5
50° 989.0 969.9 958.3 849.9 838.8 754.1 708.7 697.3 683.8 746.8 760.4

52.5° 1048.9 1021.2 1014.8 941.0 918.7 868.5 795.3 793.1 769.1 830.6 841.1
55° 1050.9 1035.6 1046.4 1007.7 987.0 947.3 884.9 897.5 865.6 912.3 926.9

57.5° 990.7 999.7 1048.9 1050.1 1046.1 1019.5 971.8 997.8 964.4 981.4 1010.5
60° 950.3 963.3 1026.5 1075.9 1100.6 1087.3 1066.1 1090.4 1060.5 1059.4 1099.5

62.5° 884.0 898.2 981.7 1063.6 1103.7 1149.7 1140.7 1163.5 1159.5 1146.5 1194.8
65° 800.5 810.9 896.7 1015.6 1079.9 1184.2 1215.5 1231.2 1238.6 1216.6 1286.9

67.5° 714.3 717.7 796.8 904.9 1033.1 1197.2 1293.6 1298.7 1306.9 1285.7 1326.2
70° 593.2 592.1 654.5 757.0 932.5 1175.4 1390.2 1371.9 1370.4 1325.0 1303.0
72° 414.5 435.1 492.3 588.9 797.6 1108.8 1429.0 1403.5 1386.5 1315.4 1170.6

72.5° 346.7 373.8 441.6 536.4 754.7 1080.7 1425.0 1396.4 1382.0 1299.9 1114.1
75° 90.3 96.6 171.1 259.7 467.8 833.7 1266.5 1242.9 1225.9 1078.8 717.4

77.5° 33.9 33.6 50.8 90.3 184.6 404.6 847.6 821.3 812.8 638.9 290.2
80° 20.4 20.6 24.9 41.5 74.3 116.6 346.5 357.7 336.6 199.9 62.1

82.5° 12.2 13.3 17.2 24.9 46.5 40.4 98.0 99.6 99.9 41.5 17.8
85° 4.2 4.2 9.3 14.7 25.4 20.0 25.4 26.3 32.7 24.2 9.6

87.5° 0.0 0.0 2.6 7.1 5.9 3.1 5.1 5.1 7.7 8.8 2.3
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P254040

CATALOG NUMBER: LXF.LXT-AF24-20-D-U-T3-HSS

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

2.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

7.5° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 20.0 27.9 29.4 28.5
10° 0.3 0.3 0.0 0.0 0.0 27.1 35.0 35.6 35.6 35.3 35.3

12.5° 24.6 22.3 5.1 1.9 25.2 36.7 35.3 32.7 29.1 28.2 28.2
15° 65.5 65.3 58.7 51.7 48.6 35.6 28.5 32.4 33.6 33.6 33.3

17.5° 70.3 69.5 66.9 82.4 72.5 39.5 31.1 27.1 22.3 21.5 21.2
20° 141.8 139.7 99.1 85.8 60.7 44.6 23.1 19.4 18.6 18.3 18.3

22.5° 154.5 152.7 132.7 121.4 49.1 31.3 22.6 20.0 26.8 26.8 26.8
25° 168.0 165.7 145.4 108.7 54.2 26.3 27.9 25.7 25.7 25.2 24.9

27.5° 253.8 249.0 211.8 100.6 38.4 28.2 28.5 25.4 27.6 29.7 29.7
30° 268.5 260.9 216.9 90.9 31.9 30.8 27.1 29.7 27.4 25.4 25.4

32.5° 373.3 361.4 267.7 66.6 30.2 27.4 28.5 26.0 22.0 22.6 22.6
35° 398.6 385.1 244.5 51.1 27.9 25.4 24.2 21.8 19.4 17.5 17.2

37.5° 432.3 415.3 213.2 38.4 28.2 23.4 19.7 17.2 14.4 14.9 14.9
40° 475.2 451.4 179.3 32.2 25.7 20.0 15.9 13.5 12.7 12.2 11.9

42.5° 526.3 489.0 142.0 29.4 22.9 17.2 12.2 10.4 9.9 9.6 9.6
45° 585.8 521.8 103.3 27.1 20.4 13.5 9.3 7.9 7.7 7.9 7.9

47.5° 643.7 551.7 71.7 24.9 17.5 10.4 6.8 5.9 5.9 6.2 5.9
50° 709.8 576.2 49.4 22.6 14.7 7.4 5.3 5.1 5.1 4.8 4.8

52.5° 766.3 586.2 37.2 20.0 11.6 5.6 4.2 4.2 4.2 4.2 4.2
55° 819.1 590.0 30.8 17.0 9.0 4.2 3.7 3.7 3.7 3.4 3.7

57.5° 867.7 590.0 27.1 14.4 6.8 3.4 2.9 3.1 3.1 2.9 3.1
60° 910.2 583.6 23.4 11.9 5.1 2.9 2.6 2.6 2.3 2.3 2.3

62.5° 952.9 574.8 20.0 9.0 3.7 2.3 1.9 1.9 1.7 1.4 1.7
65° 988.5 559.6 16.1 6.8 2.9 1.7 1.4 1.4 1.1 0.8 1.1

67.5° 991.0 533.4 11.6 4.5 2.3 1.1 1.1 0.8 0.3 0.3 0.6
70° 941.3 478.5 8.2 3.7 1.7 0.8 0.8 0.6 0.3 0.3 0.6
72° 802.4 378.9 6.4 2.9 1.1 0.8 0.8 0.6 0.3 0.3 0.3

72.5° 754.1 354.4 6.2 2.6 1.1 0.8 0.8 0.6 0.3 0.3 0.3
75° 448.9 144.8 4.5 1.9 1.1 0.6 0.6 0.3 0.3 0.3 0.0

77.5° 166.8 39.8 3.1 1.4 0.8 0.6 0.6 0.3 0.3 0.3 0.0
80° 33.0 10.4 1.9 1.1 0.8 0.3 0.3 0.3 0.3 0.3 0.0

82.5° 10.1 3.4 1.1 0.8 0.6 0.0 0.3 0.0 0.0 0.3 0.0
85° 3.7 1.7 0.6 0.6 0.6 0.0 0.3 0.0 0.0 0.3 0.0

87.5° 0.8 0.6 0.6 0.6 0.3 0.0 0.3 0.0 0.0 0.0 0.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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