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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

Test Information  

Test Method:  LM-79-08
Report Number:  P401793

TEST IS SCALED FROM IESNA LM-79-08 TEST DATA (G1-2004-754-4)
Test Lab:  INNOVATION CENTER

Issue Date:  5/20/2020

Manufacturer:  COOPER LIGHTING SOLUTIONS (FORMERLY EATON)
Product Line:  INVUE

Catalog Number:  ENV-SA1F-727-U-SL3-HSS
Description:  ENTRI LED LUMINAIRE

(1) 70 CRI, 2700K, 1200mA LIGHTSQUARE WITH 16 LEDS AND TYPE III SPILL
LIGHT ELIMINATOR OPTICS WITH HOUSE SIDE SHIELD

Light Source:  -
Ballast/Driver:  ELECTRONIC DRIVER

Summary  

Lumens per Lamp:  N/A
Luminaire Lumens:  5456 lumens

Efficiency:  N/A
Efficacy:  82.5 lumens/watt

Luminous Opening:  Rectangular (W 0.5' x L: 0.5' x H: 0')
IES Classification:  Type III - Short - Semi-Cutoff

BUG Rating:  B1 - U0 - G2

Input Watts (W):  66.1
Input Voltage (V):  NR

Input Current (Ain):  NR
Voltage Rise (V):  NR

Power Factor:  NR
Total Harmonic Distortion (THDi):  NR

Frequency (hertz):  60
Stabilization Time:  NR

Operation Time:  NR
Ambient Temperature (°C):  NR

Test Distance:  25 FT
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P401793

CATALOG NUMBER: ENV-SA1F-727-U-SL3-HSS

Based on 10 foot mounting height.  Maximum calculated value = 16.7 fc
Type III - Short - Semi-Cutoff

2.25 3.75

1.75

2.75

House Side

Street Side

Type I

Type II

Type III

Type IV

Short Medium Long

10

5

2
1 0.5

0.2

0.1

-2

-1

0

1

2

3

4

0 1 2 3 4 5 6 7

Tr
an

sv
er

se
 D

is
ta

n
ce

 in
 U

n
it

s 
o

f 
M

o
u

n
ti

n
g 

H
ei

gh
t

Longitudinal Distance in Units of Mounting Height

Iso-Footcandle Lines of Horizontal Illumination Max cd

1/2 Max cd

FIELD PERFORMANCE MAY DIFFER FROM LABORATORY PERFORMANCE 3 of 8



Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P401793

CATALOG NUMBER: ENV-SA1F-727-U-SL3-HSS
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P401793

CATALOG NUMBER: ENV-SA1F-727-U-SL3-HSS

FLUX DISTRIBUTION:
Downward Upward Total

House Side Lumens 610.0 0.0 610.0

% Fixture 11.2 0.0 11.2
Street Side Lumens 4846.0 0.0 4846.0

% Fixture 88.8 0.0 88.8
Total Lumens 5456.0 0.0 5456.0

% Fixture 100.0 0.0 100.0

ZONAL LUMENS:
Zone Lumens % Fixture
0°-10° 135.5 2.5
10°-20° 276.4 5.1
20°-30° 363.9 6.7
30°-40° 502.2 9.2
40°-50° 761.3 14.0
50°-60° 1228.4 22.5
60°-70° 1459.3 26.7
70°-80° 687.9 12.6
80°-90° 41.1 0.8
90°-100° 0.0 0.0
100°-110° 0.0 0.0
110°-120° 0.0 0.0
120°-130° 0.0 0.0
130°-140° 0.0 0.0
140°-150° 0.0 0.0
150°-160° 0.0 0.0
160°-170° 0.0 0.0
170°-180° 0.0 0.0
0°-90° 5456.0 100.0
0°-180° 5456.0 100.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269

Scaled Data Report

REPORT NUMBER: P401793

CATALOG NUMBER: ENV-SA1F-727-U-SL3-HSS

LUMINAIRE CLASSIFICATION SYSTEM LUMEN TABLE AND BUG RATING:
Zone Rating/Lumen Limit

Zone Lumens % Fixture B U G

FL (0°-30°) 547.6 10.0
FM (30°-60°) 2257.4 41.4

FH (60°-80°) 2001.6 36.7 G2/5000
FVH (80°-90°) 39.3 0.7 G1/100

BL (0°-30°) 228.3 4.2 B1/500
BM (30°-60°) 234.5 4.3 B1/1000

BH (60°-80°) 145.5 2.7 B1/500 G1/500
BVH (80°-90°) 1.8 0.0 G0/10

UL (90°-100°) 0.0 0.0 U0/0
UH (100°-180°) 0.0 0.0 U0/0

BUG Rating: B1-U0-G2

Type III Short
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Cooper Lighting Solutions Photometric Lab
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CATALOG NUMBER: ENV-SA1F-727-U-SL3-HSS

CANDELA DISTRIBUTION (FULL):
0° 5° 15° 25° 35° 45° 55° 60° 65° 75° 85°

0° 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0

2.5° 1655.2 1651.5 1661.7 1664.5 1667.2 1672.8 1671.9 1672.8 1673.7 1671.9 1660.8
5° 1542.3 1548.7 1558.0 1570.0 1582.1 1609.8 1621.0 1632.1 1639.5 1645.0 1634.8

7.5° 1431.2 1444.1 1451.5 1473.8 1492.3 1521.0 1545.0 1564.5 1583.0 1603.4 1593.2
10° 1342.3 1346.9 1353.4 1373.8 1401.6 1445.1 1476.5 1500.6 1522.8 1557.1 1548.7

12.5° 1255.3 1258.1 1271.0 1293.2 1321.9 1375.6 1417.3 1445.1 1470.1 1512.6 1513.6
15° 1191.4 1192.3 1200.7 1221.0 1254.4 1311.8 1365.5 1396.0 1431.2 1483.0 1485.8

17.5° 1149.8 1148.8 1150.7 1163.6 1195.1 1249.7 1314.5 1350.6 1392.3 1459.0 1461.7
20° 1136.8 1134.9 1131.2 1128.5 1147.9 1195.1 1268.3 1308.1 1357.1 1441.4 1442.3

22.5° 1147.9 1144.2 1135.9 1120.1 1125.7 1156.2 1217.3 1265.5 1325.6 1432.1 1425.6
25° 1174.8 1174.8 1163.6 1138.7 1125.7 1132.2 1181.2 1227.5 1294.2 1427.5 1413.6

27.5° 1219.2 1217.3 1202.5 1176.6 1152.5 1134.9 1159.0 1202.5 1271.0 1433.0 1408.0
30° 1272.9 1267.3 1251.6 1233.1 1203.5 1165.5 1163.6 1196.0 1259.9 1450.6 1411.7

32.5° 1323.8 1323.8 1317.3 1299.7 1271.0 1221.0 1192.3 1218.3 1273.8 1479.3 1423.8
35° 1386.7 1385.8 1387.7 1381.2 1356.2 1303.4 1257.1 1270.1 1316.4 1527.5 1452.5

37.5° 1436.7 1437.7 1453.4 1464.5 1453.4 1397.9 1349.7 1349.7 1388.6 1599.7 1501.5
40° 1485.8 1487.7 1517.3 1549.7 1552.5 1508.0 1461.7 1460.8 1483.0 1688.5 1577.4

42.5° 1530.2 1537.6 1580.2 1635.8 1668.2 1638.5 1604.3 1593.2 1604.3 1822.8 1700.6
45° 1577.4 1592.3 1651.5 1732.0 1784.8 1785.7 1772.8 1759.8 1765.4 1973.7 1865.4

47.5° 1638.5 1655.2 1729.3 1828.3 1928.3 1954.2 1966.3 1961.6 1946.8 2164.4 2078.3
50° 1737.6 1753.3 1822.8 1933.9 2070.9 2164.4 2196.8 2202.3 2182.9 2375.4 2319.9

52.5° 1906.1 1915.3 1980.1 2068.1 2221.8 2396.7 2481.9 2482.8 2439.3 2622.6 2580.9
55° 2086.6 2110.7 2186.6 2288.4 2446.7 2643.0 2855.9 2879.0 2744.8 2839.2 2771.6

57.5° 2089.4 2112.5 2238.4 2433.7 2765.2 3025.3 3215.1 3231.7 3082.7 3013.3 2951.2
60° 1869.1 1881.1 2056.1 2342.1 2879.0 3540.9 3624.2 3599.2 3319.7 3192.8 3176.2

62.5° 1319.2 1324.7 1532.1 1908.9 2627.2 3787.2 4247.3 4113.0 3656.6 3457.6 3513.2
65° 830.4 827.6 913.7 1214.6 1954.2 3544.6 5017.5 4919.3 4276.0 3789.0 3776.1

67.5° 612.8 598.0 621.2 714.7 1116.4 2782.8 5159.1 5601.6 4865.6 3927.0 3548.3
68° 587.8 574.9 598.9 671.2 965.5 2518.9 5090.6 5650.7 4959.1 3904.7 3470.6
70° 499.0 486.9 507.3 561.9 672.1 1634.8 4491.7 5433.1 5044.3 3715.9 3058.6

72.5° 354.6 361.0 414.7 482.3 569.3 838.7 3307.6 4462.0 4338.9 3304.9 2327.3
75° 210.1 222.2 292.5 388.8 523.0 553.6 2133.8 3243.8 3183.6 2288.4 1260.8

77.5° 74.1 78.7 145.3 259.2 431.4 438.8 1188.6 2039.4 1896.8 935.0 372.1
80° 26.8 26.8 53.7 144.4 278.6 335.1 631.3 1088.7 748.9 242.5 102.8

82.5° 4.6 4.6 12.0 49.1 123.1 178.7 293.5 387.0 222.2 53.7 50.9
85° 0.0 0.0 0.0 0.0 1.9 1.9 86.1 87.0 40.7 7.4 22.2

87.5° 0.0 0.0 0.0 0.0 0.0 0.9 1.9 1.9 1.9 1.9 2.8
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0
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Cooper Lighting Solutions Photometric Lab

1121 Highway 74 South

Peachtree City, GA 30269
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REPORT NUMBER: P401793

CATALOG NUMBER: ENV-SA1F-727-U-SL3-HSS

CANDELA DISTRIBUTION (continued):
90° 95° 105° 115° 125° 135° 145° 155° 165° 175° 180°

0° 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0 1670.0

2.5° 1656.1 1654.3 1644.1 1625.6 1609.8 1583.9 1579.3 1554.3 1545.0 1537.6 1545.0
5° 1627.4 1617.3 1583.0 1541.3 1484.9 1418.2 1379.3 1325.6 1314.5 1284.9 1302.5

7.5° 1580.2 1557.1 1493.2 1403.4 1299.7 1197.9 1120.1 1045.2 981.3 959.1 952.6
10° 1530.2 1497.8 1390.4 1251.6 1101.6 945.2 829.5 721.1 661.0 604.5 602.7

12.5° 1483.0 1434.0 1278.4 1085.0 875.7 689.7 539.7 425.8 354.6 315.7 325.9
15° 1445.1 1379.3 1165.5 918.3 653.6 444.4 305.5 232.4 207.4 195.3 197.2

17.5° 1408.0 1321.0 1056.3 744.3 465.6 274.0 198.1 173.1 165.7 162.9 161.1
20° 1374.7 1264.5 941.5 586.9 307.3 189.8 162.9 154.6 151.8 150.0 150.0

22.5° 1341.4 1205.3 826.7 435.1 210.1 155.5 146.3 142.6 140.7 137.9 137.9
25° 1310.8 1147.9 711.9 304.6 161.1 138.9 132.4 128.7 125.0 122.2 122.2

27.5° 1287.7 1104.4 605.4 215.7 135.2 125.0 118.5 112.0 107.4 103.7 103.7
30° 1272.9 1061.8 502.7 162.9 120.3 111.1 102.8 94.4 87.0 82.4 81.5

32.5° 1264.5 1026.6 407.3 133.3 107.4 97.2 87.0 77.8 69.4 63.9 63.9
35° 1268.3 998.9 312.0 112.9 97.2 85.2 74.1 62.9 55.5 50.9 50.0

37.5° 1292.3 983.1 232.4 100.0 87.0 74.1 62.9 51.8 44.4 40.7 39.8
40° 1337.7 986.8 176.8 90.7 79.6 64.8 51.8 42.6 36.1 32.4 32.4

42.5° 1429.3 1013.7 139.8 83.3 71.3 55.5 43.5 35.2 29.6 26.8 25.9
45° 1550.6 1064.6 114.8 76.8 62.9 47.2 37.0 29.6 24.1 21.3 21.3

47.5° 1733.9 1146.1 99.1 70.4 54.6 39.8 30.5 24.1 18.5 16.7 15.7
50° 1945.9 1259.9 87.0 62.9 48.1 33.3 25.9 18.5 14.8 12.0 12.0

52.5° 2162.5 1386.7 78.7 56.5 41.7 28.7 20.4 13.9 10.2 8.3 8.3
55° 2361.5 1493.2 70.4 50.9 35.2 24.1 16.7 11.1 7.4 5.6 5.6

57.5° 2554.1 1590.4 61.1 44.4 28.7 19.4 13.0 8.3 5.6 3.7 3.7
60° 2795.7 1716.3 52.8 38.0 23.1 15.7 10.2 6.5 3.7 2.8 1.9

62.5° 3087.3 1808.0 44.4 30.5 18.5 12.0 7.4 4.6 2.8 0.9 0.9
65° 3194.7 1686.7 37.0 25.0 14.8 9.3 5.6 3.7 1.9 0.9 0.9

67.5° 2894.8 1359.0 29.6 19.4 11.1 6.5 4.6 2.8 1.9 0.9 0.9
68° 2811.4 1292.3 28.7 18.5 10.2 6.5 3.7 2.8 0.9 0.9 0.0
70° 2373.6 1037.7 23.1 13.9 8.3 5.6 3.7 1.9 0.9 0.9 0.0

72.5° 1759.8 715.6 16.7 9.3 5.6 3.7 2.8 1.9 0.9 0.9 0.0
75° 928.5 278.6 13.0 7.4 4.6 3.7 2.8 2.8 1.9 0.9 0.9

77.5° 266.6 87.9 10.2 5.6 4.6 4.6 4.6 3.7 3.7 2.8 1.9
80° 77.8 28.7 6.5 3.7 4.6 4.6 5.6 4.6 4.6 3.7 3.7

82.5° 41.7 11.1 3.7 2.8 2.8 3.7 4.6 3.7 2.8 1.9 0.9
85° 17.6 3.7 2.8 1.9 1.9 1.9 1.9 1.9 1.9 0.9 0.9

87.5° 0.9 1.9 1.9 0.9 0.9 0.9 0.9 0.9 0.9 0.9 0.9
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0

(END OF REPORT)
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